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WELCOME

Welcome to the Stormshield Network v4.3.25 LTSB user configuration manual.

This guide explains the features of the web administration interface modules, and provides
information on how to configure your Stormshield Network firewall for your network.

The Release Notes contain highly important information. Please refer to them before installing
or updating your firewall.

For any questions, or if you wish to report errors, feel free to contact us at
documentation@stormshield.eu.

Products concerned

SN160(W]), SN210(W]), SN-S-Series-220, SN310, SN-S-Series-320,

SN510, SN-M-Series-520, SN710, SN-M-Series-720, SN910, SN-M-Series-920, SN1100,
SN2000, SN2100, SN3000, SN3100, SN-XL-Series-5200, SN6000, SN6100, SN-XL-Series-6200,
SNi20, SNi40, SNxr1200,

EVA1, EVA2, EVA3, EVA4 and EVAU.

Copyright © Stormshield 2024. All rights reserved.

Unauthorized copying, adaptation or translation of this document prohibited.

The contents of this document relate to the developments in Stormshield’s technology at the
time of its writing. With the exception of the mandatory applicable laws, no guarantee shall be
made in any form whatsoever, expressly or implied, including but not limited to implied
warranties as to the merchantability or fitness for a particular purpose, as to the accuracy,
reliability or the contents of the document.

Stormshield reserves the right to revise this document, to remove sections or to remove this
whole document at any moment without prior notice.

Recommendations on the operating environment

The installation of an SNS firewall and an SMC server is part of implementing a global security
policy. To ensure optimal protection of your assets, resources and information, installing an
SNS firewall between your network and the Internet or installing an SMC server to help you to
configure them correctly are only the first steps. This is mainly because most attacks come
from the inside (accidents, disgruntled employees, dismissed employee having retained
internal access, etc.).

The following is a list of security recommendations on how to use the SNS firewall and the
SMC server.

@ IMPORTANT

* Check regularly for the Stormshield security advisories on
https://advisories.stomshield.eu and for the latest security information regarding
Stormshield products on https://security.stormshield.eu/.

* Always apply updates if they fix security flaws on your Stormshield products. Updates
are available on https://mystormshield.eu.
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Recommendations

Physical security measures

SNS firewalls and the SMC server are must be installed and stored according to the state of the
art regarding sensitive security devices: secured access to the premises, shielded cables with
twisted pairs, labeled cables, etc.

Organizational security measures

Super administrator

A particular administrator role, the super administrator, displays the following characteristics:

* The only administrator allowed to log on via the local console on SNS firewalls, and only
during the installation of the SNS firewall or for maintenance operations outside of normal
production use,

* In charge of defining the profiles of other administrators,

e All access to the premises where the SNS firewalls and the SMC server are stored must be
under the super administrator's supervision, regardless the purpose of the access is to
conduct operations on the SNS firewall or on other equipment. All operations performed will
be this administrator’s responsibility.

© IMPORTANT
The default password of the super administrator must be changed the very first time the SNS

firewall is used.

Password

User and administrator passwords must be chosen in such a way that it will take longer to
successfully crack them, by implementing a policy that regulates how they are created and
verified [e.g., mix of alphanumeric characters, minimum length, inclusion of special characters,
no dictionary words, etc.).

Administrators can change their password in the web administration interface of:

* SNS in Configuration > System > Administrators, Administrator account tab,
e SMC in Maintenance > SMC Server > Administrators.

Administrators are aware of these best practices through their duties and are responsible for
making users aware of these practices (see the next section User Awareness).

Good information flow control policies

The information flow control policies to be implemented, for equipments on the trusted
networks to be protected, are defined as such:

* Complete: standard usage scenarios of how equipments are used have all been considered
when defining the rules and their authorized limits have been defined,

e Strict: only the necessary uses of equipments are authorized,
¢ Correct: rules do not contradict each other,

¢ Unambiguous: the list of rules provides all the relevant elements for direct configuration of
the SNS firewall by a qualified administrator.
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Cryptographic keys

Cryptographic keys that were generated outside the SNS firewall and injected into it must have
been generated according to the general security guidelines defined by the French National
Cybersecurity Agency (ANSSI) in the Référentiel général de sécurité (RGS] document (in
French).

Human agents

Administrators are non-hostile, competent persons with the necessary means for
accomplishing their tasks. They have been trained to perform operations for which they are
responsible. Their skills and organization mean that:

» Different administrators with the same privileges do not perform contradictory
administrative actions [e.g., inconsistent modifications to the information flow control
policy],

* Logs are used and alarms are processed within the appropriate time frames.

IT security environment
SNS firewalls

SNS firewalls are installed in compliance with the current network interconnection policy and
are the only passage points between the various networks on which the information flow
control policy has to be applied. They are sized according to the capacities of adjacent devices
or these devices limit the number of packets per second, set slightly below the maximum
processing capacities of each SNS firewalls installed in the network architecture.

Besides the application of security functions, SNS firewalls do not provide any network service
other than routing and address translation (e.g., no DHCP, DNS, PKI, application proxies, etc.).
SNS firewalls are not configured to forward IPX, Netbios, AppleTalk, PPPoE or IPv6 information
flows.

SNS firewalls do not depend on external “online” services (DNS, DHCP, RADIUS, etc.) to apply
the information flow control policy.

The IT environment provides:
* NTP reliable timestamps,

* Up to date X.509 certificate revocation status, both for peers and administrators,
¢ Areliable enrolment infrastructure.

SMC server

A traffic control policy must be applied to the SMC server to allow only its administrators and
managed SNS firewalls to log in to it.

The virtual machine must be appropriately scaled (RAM, CPU, disk space] to enable
administration on SNS firewalls managed by the SMC server. The SMC operating system must
never be modified, so that it can meet needs other than those it was designed to meet.

There must be sufficient and available bandwidth at all times between the SMC server and SNS
firewalls so that all administration operations can be performed. The administrator must
configure and even disable certain features to meet this requirement, otherwise restrict the
number of packets per second to give priority to administration traffic.

The production and distribution of connecting packages, which allow the SMC server to manage
SNS firewalls, must be managed and entrusted to individuals who are familiar with security
requirements. Such packages must only be shared through secure channels (encrypted e-
mails, secured USB keys, etc.) between the SMC server and SNS firewalls.

Page 9/480

N~

sns-en-user configuration manual-v4.3.25-LTSB - 04/10/2024




%

SNS - USER CONFIGURATION MANUAL - V 4.3.25 LTSB

STORMSHIELD WELCOME

Interconnectivity

Remote administration workstations are secured and kept up to date on all known
vulnerabilities affecting operating systems and hosted applications. They are installed in
premises with protected access and are dedicated exclusively to the administration of SNS
firewalls, the SMC server and the storage of backups.

Network appliances with which the SNS firewall sets up VPN tunnels are subject to restrictions
regarding physical access control, protection and control over their configuration, equivalent to
the restrictions placed on SNS firewalls.

Workstations on which the VPN clients of authorized users are launched are subject to
restrictions regarding physical access control, protection and control over their configuration,
equivalent to the restrictions placed on workstations in trusted networks. They are secured and
kept up to date on all known vulnerabilities affecting operating systems and hosted
applications.

Configurations and usage mode subject to the evaluation of SNS firewalls

Page 10/480
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The usage mode subject to evaluation has the following characteristics.

* The evaluation covers the Stormshield UTM / NG-Firewall Software Suite installed on all
versions of Stormshield firewalls, from the SN210 to SN6100 range, including industrial
models SNi20 and SNi40. Certain models do not have large local log storage capacities and
have to send events via syslog,

* SNS firewalls have to be stored in a location with secured access. Such measures, as well
as organizational procedures for the operating environment, have to guarantee that the only
physical access to the SNS firewalls take place under the surveillance of the super
administrator,

* The local console is not used in production. Only the super administrator can log on to it,
and hypothetically, such interventions are performed only when a decision has been made
to make an exception to the operating context — to conduct a maintenance operation or a
re-installation,

¢ Workstations on which the web administration interface will be used are secured, dedicated
to such use, and up to date on all patches concerning the respective operating systems
and the applications installed on them,

e The Stormshield Network IPsec VPN Client software is not part of the evaluation. Users can
use an IPsec VPN client of their choice, however, these client workstations have to be
secured as rigorously as remote administration workstations,

* When external services are used by the SNS firewall, they are not part of the evaluation.
However, these servers have to be dedicated to such use, and up to date on all patches
concerning the respective operating systems and the applications installed on them.
External services are:

© The NTP time servers,

© The LDAP administrator and IPSec user directory server,
° The syslog server,

© The CRL or OCSP server,

° The SMC server,

© The EST certificate enrolment server.
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* Those configuration parameters must remain in their factory (default) states:
© CRLs: regularly downloaded from a CRL server,
° Internal clock: regularly synchronized with NTP servers,
©  NSRPC administration services (port 1300/TCP): restricted to loopback,

© IPv6 routing feature: even though it is supported, the IPv6 feature is disabled by default
and must remain so for the duration of the evaluation,

© ESP Anti-replay windows, IKE re-authentication and IKE PFS (Perfect Forward Secrecy):
activated,

©  Maximum SA lifetimes: 24 hours for IKE SA and 4 hours for IPsec SA.
* Those application analysis functions are the only protocols covered by the certification:
© FTP over TCP,
© HTTP over TCP (including WebDAV extensions),
© SIP over TCP or UDP,
© SMTP over TCP,
© DNS over TCP or UDP.
And industrial protocols:
© OPC UA over TCP,
© MODBUS over TCP.
Others must not be used in the running configuration.
* The following parameters must not be used in filter policy to associate a filter rule with:
° An application inspection (HTTP, SMTP, POP3 and FTP proxies),
° Aschedule (Time object),
° The "decrypt” action (SSL proxy),
° A host reputation,
° An FQDN object in source or destination (require external DNS services).
* The following features may be used, but are not considered security functions:
© Address translation (network address translation or NAT),
© Quality of Service,
° High availability,
° Embedded reports,
° Filtering based on Geolocation and IP Reputation,
° Filtering based on MAC address (Ethernet level],
© Active Update.
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¢ The usage mode subject to evaluation excludes the fact that the SNS firewall relies on
services other than previously mentioned services. The optional modules provided by
Stormshield to manage these services are disabled by default and have to stay that way.
Specifically, these are:

[e]

[¢]

[e]

o

[¢]

[e]

Modules that allow handling external servers (e.g., Kerberos, RADIUS, etc.],
The dynamic routing module,

The static multicast routing module,

The internal public key infrastructure (PKI),

The SSL VPN module (Portal and Tunnel),

DNS cache,

Antivirus engines,

SSH, DHCP, MPD and SNMPD servers,

The DHCP client,

The DHCP relay,

Wifi connection for equipped devices,

Host reputation,

For SNi40 and SNi20 models: the hardware bypass capabilities,
Any custom IPS patterns,

FODN objects (require external DNS services),

IPFIX messages,

Telemetry,

Breathfighter (Sandboxing),

Network Vulnerability Manager (SNVM).

Administration and monitoring tools provide a way of checking at any moment during
operation of these modules are disabled.
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e The IKE & IPsec cryptographic algorithms implemented must be:

Standard IPsec IPsec DR

Identification Pre-shared key or Certificate with RSA  Certificate with ECDSA or
or ECDSA key (1) ECSDSA key (2] (3)

Authentication/Integrity SHA-2 256 or 384 or 512 bit SHA-2 256 bit

Key negotiation Diffie-Hellman groups 14, 15, 16, 17,  Diffie-Hellman group 28
18, 19, 20, 21, 28, 29 and 30 (4)

Encryption AES 128 or 192 or 256 bitin CBCor ~ AES 256 bit in GCM or CTR
CTR or GCM mode mode

(1): The smallest size of an RSA key must be 2048 bits, or 3072 bits for use beyond 2030.
(2): The smallest size of a key must be 256 bits.

(3): Although the use of RSA keys is prohibited in a DR environment, an RSA root certificate
can be used to sign an intermediate certificate dedicated to IPsec for example, when the
certification authority used as the anchor on the firewall is the intermediate certificate.
(4): For use beyond 2030, the smallest group to use must be Diffie-Hellman group 15.

These cryptographic algorithms are needed for compliance with the general security
guidelines defined by the French National Cybersecurity Agency (ANSSI) in the Référentiel
général de sécurité ([RGS] document (in French).

Do note that the recommendations on implementing the strengthened IPsec mode called
Diffusion Restreinte (DR] mode that complies with ANSSI's reference document for IPsec DR
are given in the SNS Technical note "IPsec - Diffusion Restreinte mode".

User awareness

Administrator management
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The administrator of the VPN firewall or SMC server is in charge of instructing users on network
security, the equipment which make up the network and the information which passes through
it.

Most users in a network are computer novices and even more so in network security. Itis thus
incumbent upon the administrator or person in charge of network security to organize training
sessions or at least programs to create user awareness of network security.

These sessions should be used to state the importance of managing user passwords and the
work environment as well as the management of users’ access to the company’s resources, as
indicated in the following section.

Initial connection to the appliance or SMC server

A security procedure must be followed if the initial connection to the appliance or SMC server
takes place through an untrusted network. This operation is not necessary if the administration
workstation is plugged in directly to the product.

Access to the administration portal is secured through the SSL/TLS protocol. This protection
makes it possible to authenticate the portal via a certificate, thereby assuring administrators
that they are indeed logged in to the desired appliance or SMC server. This certificate can either
be the appliance’s default certificate or the certificate entered during the configuration of the
appliance (Authentication > Captive portal).

|
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The name (CN) of the appliance’s default certificate is the appliance’s serial number and it is
signed by two authorities called NETASQ - Secure Internet Connectivity ("0") / NETASQ Firewall
Certification Authority ("0U") and Stormshield ("0") / Cloud Services ("0U").

To confirm a secure access, the browser must trust the certification authority that signed the
certificate used, which must belong to the browser’s list of trusted certification authorities.
Therefore to confirm the integrity of an appliance, the NETASQ and Stormshield certification
authorities must be added to the browser’s list of trusted certification authorities before the
initial connection. These authorities are available at http://pki.stormshieldcs.eu/netasqg/root.crt
and http://pki.stormshieldcs.eu/products/root.crt. If a certificate signed by another authority
has been configured on the appliance, this authority will need to be added instead of the
NETASQ and Stormshield authorities.

As a result, the initial connection to the appliance will no longer raise an alert in the browser
regarding the trusted authority. However, a message will continue to warn the user that the
certificate is not valid. This is because the certificate defines the Firewall by its serial number
instead of its IP address. To stop this warning from appearing, you will need to indicate to the
DNS server that the serial number is associated with the IP address of the Firewall.

© NotE

The default password of the “admin” user (super administrator] must be changed the very first
time the product is used, in the web administration interface via the Administrator module
[Sgstem menu], under the Admin account tab.

This password must be set in line with the best practices described in the following section,
under User password management.

This password must never be saved in the browser.

User password management

Page 14/480

N~

Throughout the evolution of information technologies, numerous authentication mechanisms
have been invented and implemented to guarantee that companies’ information systems
possess better security. The result of this multiplication of mechanisms is a complexity which
contributes to the deterioration of company network security today.

Users (novices and untrained users) tend to choose “simplistic” passwords, in general drawn
from their own lives and which often correspond to words found in a dictionary. This behavior,
quite understandably, leads to a considerable deterioration of the information system’s
security.

Dictionary attacks being an exceedingly powerful tool is a fact that has to be reckoned with. A
study conducted in 1993 has already proven this point. The following is a reference to this
study: (http://www.klein.com/dvk/publications/). The most disturbing revelation of this study is
surely the table set out below (based on 8-character passwords):

Type of password Number of Number of passwords Cracking time
characters

English vocabulary 8 char.and +  Special 250000 < 1 second

Lowercase only 2b 208827064576 9-hour graph
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Lowercase + 1 uppercase 26/special 1670616516608 3 days
Upper- and lowercase 52 53459728531456 96 days
Letters + numbers 62 218340105584896 1 year
Printable characters 95 6634204312890620 30 years
Set of 7-bit ASCII characters 128 72057594037927900 350 years

Another tendency which has been curbed but which is still happening is worth mentioning:
those now-famous post-its pasted under keyboards.

The administrator has to organize actions (training, creating user awareness, etc] in order to
modify or correct these “habits”.

(4" EXAMPLE

* Encourage your users to choose passwords that exceed ¢ characters,

* Remind them to use numbers and uppercase characters,

* Make them change their passwords on a regular basis,

¢ and last but not least, never to note down the password they have just chosen.

One classic method of choosing a good password is to choose a sentence that you know by
heart (a verse of poetry, lyrics from a song] and to take the first letter of each word. This set of
characters can then be used as a password.

(4" EXAMPLE
“Stormshield Network, Leading French manufacturer of FIREWALL and VPN appliances...”
The password can then be the following: SNLFmoFaVa.

The ANSSI (French Network and Information Security Agency) offers a set of recommendations
for this purpose to assist in defining sufficiently robust passwords.

Users are authenticated via the captive portal by default, through an SSL/TLS access that uses
a certificate signed by two authorities not recognized by the browsers. It is therefore necessary
to deploy these certification authorities used by a GPO on users’ browsers. These authorities
are by default the NETASQ CA and Stormshield CA, available from the following links:

* http://pki.stormshieldcs.eu/netasq/root.crt.
* http://pki.stormshieldcs.eu/products/root.crt.

For further detail, refer to the previous section Administrator management, under Initial
connection to the appliance.

Work environment
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The office is often a place where many people pass through every day, be they from the
company or visitors, therefore users have to be aware of the fact that certain persons
[suppliers, customers, workers, etc) can access their workspace and by doing so, obtain
information about the company.

Itis important that the user realizes that he should never disclose his password either by
telephone or by e-mail (social engineering] and that he should type his password away from
prying eyes.
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User access management

To round up this section on creating user awareness of network security, the administrator has
to tackle the management of user access. In fact, the authentication mechanism on a
Stormshield Network Firewall or SMC server, like many other systems, is based on a
login/password system and does not necessarily mean that when the application enabling this
authentication is closed, the user is logged off. This concept may not always be apparent to the
uninitiated user. As such, despite having shut down the application in question, the user (who
is under the impression that he is no longer connected) remains authenticated. If he leaves his
workstation for just a moment, an ill-intentioned person can then usurp his identity and access
information contained in the application.

Remind users to lock their sessions before they leave their workstations unattended. This
seemingly tedious task can be made easier with the use of authentication mechanisms which
automate session locking (for example, a USB token).
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Logging in to the firewall web administration interface
1. Inaweb browser, enter https:// followed by the IP address (10.0.0.254 by default] of the
firewall. Refer to the Product Life Cycle guide to see the list of supported web browsers.

2. Login to the firewall web administration interface using your login and password, or the
administration login and password.

By default, If you enter the wrong login or password four consecutive times, you will need to
wait for a minute before you can authenticate again. If you attempt to authenticate again before
the minute is up, the waiting time will be extended by another minute, up to a maximum of 10
minutes. The number of tries and waiting time can be configured. For more information, refer to
the Firewall administration tab.

Understanding the graphical user interface

The window consists of 4 zones:

1. The upper banner, which presents the Monitoring and Configuration views and provides
information on the status of the firewall;

2. The menu on the left, which provides access to the various modules on the firewall;
The active window of the selected module;

The lower window, which shows errors, warnings, commands and notifications.

MONITORING | CONFIGURATION EVA1 R
e\ DASHBOARD
DASHBOARD
~
E AUDITLOGS - NETWORK PROTECTION
Date  Message Action Priority | Source Destination
Firewall startup (1)
Alllogs
Interface up: em0 (1)
Network traffic
Interface up: em1 (1)
Alarms
PROPERTIES
Web
Name L
Vulnerabilities Model: EVA1
E-Mails EVA madel. EVA
EVA memory capaciy: 1 GB (Minimum 1 GB - Maximum 2 GE) @
VPN Number of CPUs onthe EVA:  CPU 1 (Maximum CPU 1)@
System events Serial number: A O EE
Version 471
Filter
Uptime: 2m4a7s
Sandboxing Date 12/20/2023 10:12:16 AM
Users Maintenance expiry date 11/12/2025
a4l REPORTS aF MESSAGES
a MONITORING @ Information  IPvé is enabled
. = 10.12.18 AM Dasnboard: MONITOR LOG ALARM S
ptio... ~
10:12:18 AM Dashboard: MONITOR SYSTEM 6ms
illcieiog 10:12:18 AM Dashboard: MONITOR AUTOUPDATE 10ms
[2 copy 10:12:18 AM Dashboard: SYSTEM UPDATE CHECK 9ms
10:12:18 AM Dashboard: MONITOR ANTIVIRUS 17ms

Upper banner
= Qadmin =
,_ STORMSHIELD X M’-‘.?.'l : E -
‘1}? Netwark Security MONITORING | CONFIGURATION ] m;smmw E

In the upper banner, the following items are displayed from left to right:
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The version number of your firewall,
Two tabs that show two firewall views: Monitoring and Configuration,

The model number of your firewall and its name: scroll over the name to see the serial
number,

A flickering icon that shows whether the status of your firewall requires your attention:
scroll over the icon to show monitored items and their status,

Your user name: click on it to go to your preferences or to log in,

Your read and write permissions: scroll over the permissions to see more information,
Your permissions to access logs: if you are in restricted access mode, click on the item to
request full access,

The 2] icon, which opens the page in the online WELCOME relating to the module you are
viewing.

Left menu

The menu on the left provides access to various modules corresponding to available features.
Modules are grouped by category. You can:

Collapse the menu by clicking on ,
Expand and collapse categories by clicking on them,

Set modules as favorites by clicking on the > icon that appears by scrolling over the name
of a module,

Quickly access favorite modules by clicking on the = icon at the top of the menu.

If modules are grayed out in the menu, this may mean that:

You have not subscribed to the required license and therefore cannot access them.

The user account that you used for logging in does not have the necessary permissions to
access these modules.

The modules in the menu vary depending on whether you are in Monitoring or Configuration
view.

When you perform searches through the search bar, both the name of the module and its
content will be part of the search.

Active window
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The content of this window varies according to the module displayed. The other sections in the
WELCOME describe the various modules and their content.

Lower window

The lower window shows errors, warnings, commands and notifications. You can:

Show or hide this window by clicking on the arrow in the middle |
Configure the messages that appear by clicking on Options.
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ACCESS PRIVILEGES

This module consists of three tabs:
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ACCESS PRIVILEGES

» Default access: allows you to define SSL VPN portal, IPsec VPN and SSL VPN access
parameters as well as the default sponsorship policy.

» Detailed access: grid of rules corresponding to SSL VPN portal, IPsec VPN and SSL VPN
access and to users authorized to validate sponsorship requests.

* PPTP server: makes it possible to add and list users who have access to PPTP VPN via their
logins, and create passwords to enable them to log in.

Default options tab

VPN access

SSL VPN portal profile  SSL VPN Portal profiles represent the set of web and application servers that you

IPsec policy

SSL VPN policy

wish to listin order to assign them to your users or user groups.

In this field, the default SSL VPN Portal profile can be defined for users. Prior to this,
ensure that you have already restricted access to servers defined in the
configuration of the SSL VPN in the menu VPN > VPN Portal > User profiles tab.

The drop-down list will display the following options:

¢ Block: users will not have access to the SSL VPN Portal.
¢ Allow: the user will have access to all SSL VPN Portal profiles created previously.
¢ <Name of userl profile>: the user will have access only to this profile.

¢ <Name of user2 profile>: the user will have access only to this profile.

IPsec VPN makes it possible to set up secure tunnels (peer authentication, data
encryption and/or integrity checking) between two hosts, between a host and a
network, or between two networks.

This field makes it possible to Block users from negotiating IPsec VPN tunnels by
default or Allow them to do so.

Depending on your selection, internal users and user groups will or will not be able
to communicate over your private protected IP networks, thereby allowing their data
to be transmitted securely.

The SSL VPN makes it possible to set up secure tunnels (peer authentication, data
encryption and/or verification of data integrity) between two hosts, between a host
and a network, or between two networks.

This field makes it possible to Block or Allow users by default from negotiating SSL
VPN tunnels in the absence of specific rules.

Depending on your selection, internal users and user groups will or will not be able
to communicate over your private protected IP networks, thereby allowing their data
to be transmitted securely.

Sponsorship method
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Sponsorship allows an external user located within the organization to submit a request for
limited-duration Internet access from a captive portal.
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Sponsorship policy Sponsorship allows an external user located within the organization to submit a
request for limited-duration Internet access from a captive portal.

This field makes it possible to Block or Allow users from responding to sponsorship
requests submitted from the captive portal by default.

Detailed access tab

Possible operations

Some operations can also be performed by right-clicking in the grid.

Search Enables searches by whole or partial keywords.
Add Adds a new detailed access rule. The procedure is explained in the section Add,
Delete Deletes the selected detailed access rule.
Move up Places the selected rule above the rule before it in the list.
Move down Places the selected rule below the following rule in the list.
Add

After clicking on Add, define the user or user group for which you want to create the detailed
access rule.

User - Group found in  Makes it possible to add the rule to a user or user group found in the firewall's LDAP

the LDAP directory directory. Select from the drop-down list the user or user group in question.
User - Group Makes it possible to add the rule to a user or user group coming from another
originating from domain. For this option, enter the following information:

another domain

(directory) » User - Group: choose whether the rule applies to a User or a Group.

e User - Group name: type the name of the user or group in question.

« Domain name: type the domain name in question.

Once the rule is added, it appears in the grid and the user or user group in question can be seen
in the User-user group column. Added rules are disabled by default and all access is set to
Block (even if it was configured differently in the Default access tab).

Detailed access grid

Status Shows the configuration status of the detailed access rule for the user or user group.
Double-click on it to change its status.

© nNotE

The firewall will assess rules in their order of appearance on the screen: one by
one from the top down. If Rule 1 applies to a user group, all users involved in
the rules that follow and which are part of this same group will receive the
configuration in Rule 1.
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User-user group Shows the user or user group affected by the rule.
SSL VPN Portal Assigns to a user or user group an SSL VPN profile configured earlier in the VPN

module > SSL VPN portal, User profiles tab.

If you select Block, the user or user group will not have access to any SSL VPN
profiles, unlike the Allow option, which provides access to all web and application
servers enabled in the user profiles. The Default option takes into account the
default SSL VPN Portal profile entered in the Default access tab.

IPsec This field makes it possible to Block users from negotiating IPsec VPN tunnels or
Allow them to do so. The Default option takes into account the default IPsec policy
entered in the Default access tab.

Depending on your selection, internal users and user groups will or will not be able to
communicate over your private protected IP networks, thereby allowing their data to
be transmitted securely.

© Note
The IPsec privilege only applies to tunnels:

o With pre-shared key authentication and e-mail address logins, or

o With certificate authentication.

SSLVPN This field makes it possible to Block users from negotiating SSL VPN tunnels or Allow
them to do so. The Default option takes into account the default SSL VPN policies
entered in the Default access tab.

Depending on your selection, the internal users and user groups specified will or will
not be able to communicate over your private protected IP networks, thereby
allowing their data to be transmitted securely.

Sponsorship method Depending on your selection, users or user groups will or will not be able to validate
sponsorship requests submitted from the captive portal. The Default option takes
into account the default sponsorship policy entered in the Default access tab.

Description Comments describing the user, user group or the rule.

PPTP server tab

This tab allows listing users who have access to the PPTP VPN, providing them with a secure
and encrypted connection for their login.

Interactive features

Some operations listed in the taskbar can be performed by right-clicking in the grid of PPTP
accounts:

e Add,

* Delete,

¢ Change password.

The following actions can be performed:
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Add When you click on this button, a new line will be added to the table and will display
the drop-down list of users created earlier in the menu Users > Users module:

To ensure that the operation is valid, you will need to enter the user's password in
the window that appears.

© NotE
Itis possible to enter a user that does not exist in the firewall’s user database,
as the PPTP is separate from the LDAP module.

Delete To delete a user, select the line containing the user to be removed from the list of
PPTP logins, then click on Delete,

Change password Select the line containing the user whose password you wish to modify, and enter
the new data in the window that appears.

© NotE
A'login consisting only of uppercase letter can be entered.
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ACTIVE UPDATE

The Active Update module consists of a single screen with two separate sections:

* Automatic updates: makes it possible to enable or disable update modules.
» Advanced properties: makes it possible to configure update servers.

Automatic updates
Status Double-click to enable or disable automatic updates of a module.
Module Type of update (the list of modules varies according to the license purchased).

With the Go to system monitoring link, you can access the Monitoring > Monitoring > System
module, where you can see the update status and the date on which the modules were last
updated.

Advanced properties

Update servers of the URL database

If the Stormshield Network URL database has been selected as the URL database provider
(Objects > URL, URL database tab), servers other than Stormshield Network servers can be
entered. This allows you to update the Stormshield Network URL database through internal
mirror sites or import your own URL database.

URL Update files are retrieved on one of the servers defined by the user. Four URLs are
defined by default. To add a URL, click on Add, enter the desired URL, then click on Apply.
To delete a URL from the list, select it and click on Delete.

Update frequency Indicates the frequency with which dynamic URL lists, ASQ contextual signatures and
the antispam configuration are updated. The frequency is indicated as 3 hours, and can
be modified in console mode.

Update servers of customized context-based protection signatures

When you use customized context-based protection signatures hosted on one or several
internal server(s), enter the URL(s) to access this or these server(s) in order for these
signatures to benefit from automatic updates.

Update servers

Stormshield Network update servers are entered by default, but you can customize these
addresses to set up internal mirror sites. For further information, refer to the article in the
Stormshield Knowledge base How to create my own autoupdate server for my Stormshield
UTMs.
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LOGS - AUDIT LOGS

This menu is not available on firewalls that are not equipped with storage media.

The Logs - Audit logs module allows you to read logs generated by appliances and stored
locally. These logs are grouped by views, i.e., by alarm, connection, web log, etc. Advanced
filters make it possible to analyze logs even deeper.

Private data

For the purpose of compliance with the European GDPR (General Data Protection Regulation),
personal data (user name, source IP address, source name, source MAC address) is no longer
displayed in logs and reports and have been replaced with the term "Anonymized".

To view such data, the administrator must then enable the "Logs: full access” privilege by
clicking on "Logs: limited access” (upper banner of the web administration interface}, then by
entering an authorization code obtained from the administrator's supervisor (see the section
Administrators > Ticket management). This code is valid for a limited period defined at the
moment of its creation.

To release this privilege, the administrator must click on "Logs: full access” in the upper banner
of the web administration interface, then click on "Release” in the dialog box that appears.

After a privilege is obtained or released, data must be refreshed.

Please note that every time a "Logs: full access" privilege is obtained or released, it will
generate an entry in logs.

Collaborative security

For more collaborative security, in just one click within a view, the level of protection on a host
can now be increased. An interactive feature will allow you to add hosts to a pre-set group and
assign a strengthened protection profile or specific filter rules to them (quarantine zones,
restricted access, etc.).

For further information, please refer to the Technical Note Collaborative security.

Storage device: SD Card
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The External log storage on SD card feature is available on SN160(W], SN210(W]), SN-S-Series-
220, SN310, SN-S-Series-320 and SNi20 models.

The type of SD card must be at least Class 10 (C10) UHS Class 1 (U1) or App Performance 1
(A1), in SDHC or SDXC standard.

The memory card should be in a full-size physical SD format. Only adapters provided with the
card must be used.

Stormshield recommends the use of high-endurance/industrial cards or preferably, those that
have a built-in MLC flash chip developed by major brands (e.g., SanDisk, Western Digital,
Innodisk, Transcend, etc.) and with at least 32 GB of memory. The maximum memory supported
is 2 TB.
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© NotE

Storing logs on an external medium can only be done on an SD card. This service is not
compatible with other storage media such as a USB key or an external hard disk.

For more information, refer to the Guide PRESENTATION AND INSTALLATION OF STORMSHIELD
NETWORK PRODUCTS SN Range, available on Stormshield's Technical Documentation website.

Actions

Toolbar no. 1: period

Time scale This field allows choosing the period: Last hour, Today,
past 7 days, past 30 days and customized duration.

¢ The past hour is calculated up to the minute before the current one.

¢ The Today view covers the current day, from midnight of the day before up to the
minute before data is refreshed.

¢ The Yesterday view covers the previous day.

» The last 7 and 30 days refer to the period that has ended the day before at
midnight.

¢ The customized duration allows you to define a determined period, which covers
the whole day except for the current day in which data runs up to the previous
minute.

The button = is a shortcut allowing you to select a customized duration-

,:f' Refresh This button allows you to refresh the display of data.

Toolbar no. 2: simple or advanced search
Change search modes using the "Simple search” / "Advanced search” button.

Simple search mode

In this default search mode, the appliance will search for the value entered in all the fields of
the log files displayed.

This search only covers field values, and not field names. For example, to filter blocked
connections, enter the value “block” in the search field, instead of “action=block”. For source or
destination countries, use the country code (e.g.: fr, en, us, etc.).

(field for entering the  To create the search, enter text in the field or drag and drop the value from a result
search value) field. The name of an object can also be dragged and dropped directly into this field
from the Network objects module.

Advanced search mode

In advanced mode, several search criteria can be combined. All of these criteria have to be met
in order to be displayed, as the search criteria are cumulative.

This combination of search criteria can then be saved as a “filter”. Filters will then be saved in
memory and can be reset in the Preferences module of the administration interface.
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(Filter drop-down Select a filter to launch the corresponding search. The list will suggest filters that
menu) have been saved previously and for certain Views, predefined filters. Selecting the

entry (New filter) allows the filter to be reinitialized by deleting the s